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Abstract 

Background  Drug delivery systems (DDSs) encompass a wide range of methods, including oral, injectable, and topi-
cal routes of administration, all tailored to meet specific patient needs. Micro and nanorobots, equipped with pioneer-
ing propulsion mechanisms that convert external energy sources into precise movements, have revolutionized drug 
delivery. This cutting-edge technology ensures highly efficient drug delivery, particularly when targeting specific 
targets within intricate physiological environments. In contrast to traditional drug delivery approaches that rely 
on bloodstream circulation, engineered micro/nanorobots have autonomous mobility, enabling drug delivery to pre-
viously unreachable areas.

Main body of the abstract  Integrating micro/nanorobots into drug delivery raises vital safety and biocompatibility 
issues. These encompass material selection, degradation in-vivo, overcoming biological barriers, controlled move-
ment, external interference, immune response, chemical reactions, systemic effects, long-term impact, and real-time 
monitoring. While micro/nanorobots hold immense transformative potential, they confront significant hurdles in their 
journey toward practical applications. Chief among these challenges are concerns regarding biocompatibility, ensur-
ing that these tiny devices do not trigger adverse reactions. Long-term safety remains a critical issue, as understand-
ing the effects of prolonged exposure and potential accumulations within the body and navigating complex biologi-
cal environments with precision is another obstacle.

Short conclusion  The paper summarizes how to explore the various ways in which micro/nanorobots can be 
employed to enhance drug delivery, including their precision, targeting capabilities, and adaptability to different 
physiological conditions. Additionally, the review seeks to highlight the transformative potential of these technologies 
and their impact on the pharmaceutical industry.
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Background
Drug delivery systems (DDSs) encompass diverse 
approaches for administering therapeutic agents. These 
methods involve various routes of drug administration, 
encompassing oral, injectable, and topical routes, tailored 
to specific patient needs [1]. DDSs incorporate a range of 
drug formulations and delivery devices, addressing the 
complexities of biotechnology-based therapeutics like 
proteins and peptides. Advanced techniques, such as cell 
and gene therapies, offer precision in treatment deliv-
ery. Nanoparticles play a pivotal role, serving as carriers 
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for drugs and even as pharmaceuticals and diagnostics 
themselves [2]. Targeted drug delivery, particularly in 
cancer therapy, has seen significant progress. Overcom-
ing blood–brain barrier challenges is vital, and DDS 
refinements pave the way for personalized medicine. The 
ideal DDS aims to optimize therapeutic efficacy while 
minimizing side effects [3].

Micro and nanorobots have emerged as revolutionary 
drug delivery systems, leveraging innovative propulsion 
mechanisms that convert external energy sources into 
precise movements. This advanced technology offers 
exceptional efficiency in drug delivery, especially when 
targeting specific sites within complex physiological 
environments [4]. These micro and nanobots have dem-
onstrated remarkable capabilities, including the encap-
sulation, transport, and direct delivery of therapeutic 
substances to disease sites. This targeted approach not 
only enhances therapeutic efficacy but also significantly 
reduces systemic side effects associated with potent 
drugs. In essence, micro and nanobots represent a trans-
formative leap in drug delivery, enabling precise, site-spe-
cific treatment with minimal collateral impact [5]. Unlike 
conventional drug delivery methods relying on blood-
stream circulation for drug transport, engineered micro/
nanorobots possess autonomous mobility, facilitating 
drug delivery to otherwise inaccessible regions [6]. These 
micro/nanorobots are powered either externally, through 
magnetic fields, light, acoustics, or electric fields, or 
internally, via chemical reactions. While micro/nanoro-
bots hold promising potential, the majority of current 
research remains confined to in-vitro experiments, with 
in-vivo investigations still in their nascent stages. Further 
biological studies are imperative to substantiate the in-
vivo drug delivery efficacy of micro/nanorobots [7].

However, PLA (Polylactic Acid) and TPU (Thermoplas-
tic Polyurethane) are two different types of biocompatible 
polymers that play important roles in the development 
of nanorobots/microrobots for drug delivery systems 
[8]. PLA is a biodegradable and biocompatible polymer 
derived from renewable resources, such as corn starch or 
sugarcane which can be used to construct the structural 
components of nanorobots/microrobots, providing a sta-
ble and non-toxic framework for drug delivery systems. 
Therefore, PLA-based nanorobots can be designed to 
release drugs at a controlled rate as the polymer gradually 
degrades, making it suitable for sustained drug delivery 
[9]. Its versatility and compatibility with various drug for-
mulations make it a popular choice for encapsulating and 
delivering therapeutic agents. On the other hand, TPU is 
another biocompatible polymer known for its flexibility 
and durability which can be used to create flexible com-
ponents or coatings for nanorobots/microbots, allowing 
for improved mobility and adaptability within the body’s 

complex environment [10]. TPU-coated nanorobots can 
navigate tight spaces, overcome obstacles, and potentially 
target specific tissues or cells more effectively. Its abil-
ity to withstand mechanical stress and maintain stability 
under different physiological conditions makes TPU val-
uable in enhancing the functionality and maneuverability 
of drug-delivery microrobots [11]. In drug delivery sys-
tems, both PLA and TPU can be utilized to design and 
manufacture nanobots/microbots tailored for specific 
applications.

The review aims to provide a thorough examination 
of the diverse roles that micro/nanorobots play in drug 
delivery, encompassing their design, functionalities, and 
mechanisms of action. Furthermore, it seeks to eluci-
date how these innovative systems enable targeted drug 
delivery, controlled release, and navigation within physi-
ological environments. Additionally, the review assesses 
the challenges and advancements in this field, including 
biocompatibility, safety concerns, and recent technologi-
cal developments. Ultimately, it aspires to offer insights 
into the transformative potential of micro/nanorobots in 
revolutionizing drug delivery and advancing healthcare.

Main text
Types of micro/nanorobots in pharmaceutical drug 
delivery systems
The types of micro/nanorobots that are prevalent in cur-
rent pharmaceutical drug delivery technologies can be 
classified into two broad types as shown in Tables 1 and 
2.

Magnetic small-scale robots hold significant promise in 
the biomedical field due to their advantages in actuation. 
Recent research has witnessed notable advancements in 
the design, fabrication, and application of these devices, 
aiming to enhance their performance for potential clini-
cal use [12]. An overview of recent progress in small-
scale biomedical robots has been reviewed and studied 
emphasizing their development, capabilities, and exist-
ing challenges. It also suggests alternative biomedical 
applications for some technologies. The study of Koleoso 
et al., 2020 underscores the need for continued efforts to 
enhance the functionality and reliability of these robots, 
particularly in clinical contexts, and offers recommen-
dations for advancing their commercialization [13]. 
According to Azar et al., 2020, the essential components 
of nanorobots, including sensors, actuators, and nano 
controllers, draw upon previous research to showcase 
diverse designs. It advances beyond theoretical discus-
sions to delve into the practical aspects of manufacturing 
and implementation. Significantly, it emphasizes recent 
innovations in drug delivery, detection, and manipula-
tion, providing insights into their motion mechanisms 
and the current manufacturing methods in use [14]. 
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Control and navigation strategies for nanorobots are 
explored in-depth, emphasizing the importance of math-
ematical positioning concepts in modeling these intricate 
devices [15]. Several studies presented various algo-
rithms that enable precise control, underscoring their 
significance in the field. Furthermore, studies presented 
numerous applications that underscore the effectiveness 
of nanorobots across various domains. These applica-
tions encompass a wide range of functions, including 
diagnostics, treatments, target detection, and even com-
plex surgical missions. These devices serve as a crucial 
link between theoretical analyses and practical manufac-
turing approaches [7, 14]. Importantly, it sheds light on 
future implementation concerns and emerging research 
gaps, emphasizing the need for continued investigation 
and innovation [14]. In a nutshell, the practical integra-
tion of nanorobots can be implemented in critical areas 
such as optical surgeries, cell manipulation, and cancer 
treatment. It contributes significantly to the advance-
ment of nanorobotics and its potential impact on health-
care and other fields.

Targeted drug delivery mechanisms using micro/
nanorobots
The use of micro/nanorobots capable of efficiently har-
nessing a variety of energy sources to facilitate motion 
has the potential to bring about a significant transforma-
tion in the pharmaceutical field, particularly in the realm 
of targeted drug delivery. Through the precise delivery 
to specific tissues or anatomical sites and controlled 
release mechanisms, drugs can be directed toward their 

intended destinations [16]. Targeted delivery encom-
passes a range of actuation energy sources, including 
self-propulsion via substances like hydrogen peroxide 
and enzymes, external propulsion driven by factors such 
as light, electricity, acoustics, and magnetic fields, as well 
as propulsion driven by motile microorganisms like bac-
teria, sperm cells, contractile cells, and immune cells as 
shown in Fig. 1.

Targeted and/or precise drug delivery is generally pro-
cessed by using two major technologies—exogenous 
power-driven method and endogenous power-driven 
methods.

Exogenous power‑driven technology
In exogenous power-driven Micro/Nanorobots, due to 
their micro/nano-size, drug-delivery robot systems face 
the challenge of countering Brownian motion to achieve 
autonomous movement within complex bodily fluids. 
According to Hu et al., 2020, an external power source is 
typically employed to enable the controlled and coordi-
nated locomotion of these micro/nanorobots. Commonly 
utilized sources of external power include magnetic 
fields, electric fields, light energy, acoustic waves, and 
heat energy [17–21]. A combination of these driving 
modes in practical design is often employed to create 
micro/nanorobots with diverse functionalities [7]. Mag-
netic propulsion is one of the exogenous power-driven 
methods to prepare Micro/Nanorobots in drug delivery 
which often involves the design of helical swimmers, 
which are inspired by the flagella of micro-organisms 
[17]. These helically shaped micro/nanorobots mimic the 

Table 1  Types of micro/nanorobots based on size

Types Classification based on size

1. Microbots – Typically, 1 μm to several hundred μm in size

– Larger than nanoparticles but smaller than macroscopic robots

– Suited for navigating through blood vessels and tissues

2. Nanorobots – Typically, in the nanometer (nm) to micrometer range

– Substantially smaller than microbots

– Ideal for precise targeting at the cellular or molecular level

Table 2  Types of micro/nanorobots based on functionality

Types Functionalities

1. Active Propulsion Robots – These micro/nanorobots possess self-propulsion mechanisms to navigate within the body

– Examples: Microswimmers, Microrobotic capsules, Light-powered microbots, Magnetic field-driven 
microbots, Acoustically-driven microbots, and Chemically-powered microbots

2. Passive Transport Robots – These micro/nanorobots rely on external factors or carriers for transport within the body

– Examples: DNA nanorobots, Nanoparticle-based carriers, Molecular shuttles, and Biomolecule carriers



Page 4 of 10Das and Sultana ﻿Future Journal of Pharmaceutical Sciences            (2024) 10:2 

rotary corkscrew motion of bacterial flagella, enabling 
them to move through bodily fluids through interaction 
with external magnetic fields [22]. Researchers frequently 
combine these artificial bacterial flagella (ABF) with 
drug-loaded liposomes for drug delivery applications. For 
example, in a study conducted by Qiu et al. in 2014, they 
developed a microrobot consisting of two components. 
The first component is a titanium-coated ABF that ena-
bles precise 3D navigation within fluids when subjected 
to rotating magnetic fields. The second component is 
an outer temperature-sensitive liposome that controls 
the release of the drug based on temperature regulation. 
This innovative approach shows potential for enhancing 
targeted drug delivery in pharmaceutical applications [7, 
23]. Electric field propulsion is also a widely used method 
in micro/nanorobotics, offering precise control and ver-
satile applications in drug delivery and other fields [7]. 
Another significant illustration of exogenous power-
driven micro/nanorobots is found in the Janus colloidal 
system. This system utilized a combination of electric 

and magnetic energy to facilitate independent movement 
and cargo retrieval [24]. It consists of metal-dielectric 
Janus colloids that respond to a high-frequency electric 
field (0.5–2.5 MHz). These colloids are characterized by a 
hemisphere coated with nickel, allowing them the ability 
to be guided in a specific direction by a magnetic field. 
This capability facilitates precise cargo delivery by pre-
defining the path that the micro/nanorobot will follow. 
Rahman et  al., 2017 introduced a rotational nanomo-
tor structure using carbon nanotubes, which exhibited 
rapid responsiveness and ultra-high-speed movement 
when exposed to an electric field [25]. This motion was 
driven by the alignment of water dipoles induced by the 
electric field, demonstrating exceptional performance in 
water. However, its behavior in simulating more com-
plex human systems or body fluids remained unexplored. 
Incorporating multiple energy sources, nanoparticles can 
achieve directional movement. Guo et al., 2018 also pre-
sented an approach for regulating the movement of cata-
lytic nanomotors through the application of electric fields 

Fig. 1  Energy sources to design and develop micro/nanorobots for precise drug delivery
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in conjunction with light energy [18]. In brief, electric 
field propulsion in micro/nanorobotics offers exciting 
possibilities for precise and programmable movement. 
The Janus colloidal system, with its dual responsiveness 
to electric and magnetic fields, exemplifies the potential 
for autonomous cargo delivery [26]. Carbon nanotube-
based nanomotors exhibit rapid movement under electric 
fields, although their performance in complex biological 
environments requires further investigation. Finally, the 
combination of electric fields and light energy provides a 
controllable means to steer catalytic nanomotors [7, 26]. 
These advancements hold great promise for applications 
in drug delivery and other fields where precise, directed 
movement at the micro/nanoscale is essential. Light 
energy serves as another frequently employed method 
in micro/nanorobotics, offering high controllability 
and programmability, typically used in a supplementary 
role. Wang et al., 2018 studied that it enables directional 
movement of nanorobots through the modulation of 
light parameters such as frequency, polarization, inten-
sity, and propagation direction [19]. A notable example 
is the work of Zhan et  al., 2019 who harnessed the lin-
ear dichroism property of Sb2Se3 nanowires to create 
an artificial swimmer. This swimmer incorporated two 
cross-aligned dichroic nanomotors, and its movement 
was guided by adjusting the polarization direction of 
incident light [27]. This approach showcases the potential 
for precise control of nanorobot movement using light 
energy, making it a valuable tool in micro/nanorobotic 
applications. Light energy not only serves as a direct 
driving force for micro/nanorobots but can also cata-
lyze redox reactions within them, leading to propulsion 
through the generation of chemical gradients or bub-
bles [28, 29]. For instance, Wang et  al., 2019 developed 
a Cu2O@N-doped carbon nanotube (Cu2O@N-CNT) 
micromotor powered by glucose and activated by visi-
ble-light photocatalysis [30]. This micromotor exhibited 
several advantages, including non-toxicity, high biocom-
patibility, and environmental friendliness. It showcased 
impressive movement and 3D motion control within 
a biological environment. However, challenges persist 
when transitioning to in-vivo applications, mainly due 
to the limited ability of visible light to penetrate tissues 
[7, 30]. Utilizing an external power source, ultrasound 
power-driven micro/nanorobots show great potential in 
the field of advanced targeted drug delivery. Their out-
standing biocompatibility and dependability make them a 
promising option, and they rely on external power-driven 
technology for their functionality. Commonly, nanowires, 
typically composed of gold, serve as the primary carri-
ers for these ultrasonically driven nanorobots [20]. The 
template electrodeposition method plays a pivotal role in 
the design of ultrasound-propelled micro/nanomotors. 

This method involves creating a concave cavity at one 
end of the nanomotor through the deposition of a sacri-
ficial copper layer. When subjected to ultrasound waves 
directed at the concave end, the nanomotor is propelled 
forward by the resulting pressure gradient [31]. Further-
more, ultrasound is frequently integrated with magnetic 
fields to enable precise control. For example, Victor and 
his team devised a magnetically guided three-segment 
nanowire motor with Au–Ni–Au segments, harnessing 
ultrasound for propulsion [32]. Changing the magnetic 
field’s orientation enables ultrasound-propelled particles 
to move in all directions. The feasibility of precise drug 
delivery has been confirmed by introducing a polymeric 
section containing pH-sensitive drugs into the nanomo-
tor. In acidic conditions, these drugs can be released, 
improving the selectivity of drug delivery. Additionally, 
Garcia-Gradilla et  al., 2014 have developed an ultra-
sound-propelled nanorobot featuring four segments, 
including Au-Ni-Au and Au wire components [33]. 
This innovative approach also showcases the versatil-
ity and potential of ultrasound-powered nanorobots for 
advanced drug delivery applications.

Endogenous power‑driven technology
In endogenous power-driven approaches, nanorobots 
rely on endogenous power sources for self-propulsion, 
primarily driven by chemical or biological reactions 
[34]. These micro/nanorobots are typically asymmetric 
and often coated with catalysts to harness continuous 
chemical energy from their surroundings. A prevalent 
approach involves converting chemical energy into a 
driving force using redox reactions, with the decompo-
sition of hydrogen peroxide being a widely employed 
method. Hydrogen peroxide possesses an unstable chem-
ical bond that readily breaks down into water and oxygen 
when catalyzed by various agents like metals, enzymes, 
or an alkaline environment. This concept has been exten-
sively employed in nanorobot designs, including bimetal-
lic nanorods, hollow Janus particles, vesicular polymers, 
and more [35–37]. These nanorobots hold great promise, 
particularly in the field of targeted drug delivery [38, 39]. 
Janus particles, a class of particles with distinct composi-
tions and structures on their two hemispheres, have also 
contributed to this field. Wu and colleagues, for instance, 
engineered polymer multilayer Janus capsules capable of 
self-propulsion using 0.1% hydrogen peroxide as fuel at 
physiological temperatures [36]. This approach under-
scores the potential of nanorobots powered by chemical 
reactions, opening exciting avenues for various applica-
tions, including targeted drug delivery. While the concept 
of using chemical energy conversion has been extensively 
explored, its practical application within living organ-
isms has been constrained due to the inherent toxicity of 
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the commonly employed "fuel," hydrogen peroxide [40]. 
Researchers have sought alternative, safer materials to 
power nanorobots. One such substitute is magnesium, 
renowned for its high biocompatibility. Magnesium can 
react with water to produce bubbles, serving as a pro-
pellant, making it a promising replacement for the haz-
ardous hydrogen peroxide [40, 41]. Another approach 
involves harnessing biocompatible enzyme-catalyzed 
reactions for self-propulsion. This method utilizes non-
toxic fuels like glucose and urea to drive nanorobots. For 
instance, researchers developed a core–shell nanorobot 
based on mesoporous silica, demonstrating self-propul-
sion capabilities in ionic media [43]. They functionalized 
the nanorobot with urease, an enzyme that catalyzes the 
breakdown of urea into carbon dioxide and ammonia. 
This enzymatic reaction allowed the nanorobot to move 
autonomously and release drugs. Importantly, when 
loaded with Doxorubicin (Dox), these nanorobots exhib-
ited remarkable efficacy against HeLa cells. This success 
can be attributed to the synergistic effects of enhanced 
drug release and the presence of ammonia generated 
through the catalytic reaction [42, 43]. These inventive 
strategies showcase the potential of utilizing biocompat-
ible materials and enzyme-catalyzed reactions to power 
nanorobots, thereby mitigating safety concerns and 
advancing their application in drug delivery within bio-
logical systems. Endogenous chemical energy propulsion 
offers an advantage by minimizing the need for constant 
micro/nanorobot control, focusing instead on guidance 
toward the target, often via magnetic attraction. This 
approach uses gas generated from chemical reactions to 
reverse robot movement, well-suited for the gastrointes-
tinal tract. However, chemical energy-driven nanorobots 
have drawbacks. Controlling their direction proves chal-
lenging, and they are sensitive to ionic environments, 
potentially disrupting motion. A significant limitation 
is their power continuity; they may exhaust energy as 

reactions proceed. Moreover, safety concerns surround 
the "fuel" and reaction products when applied within 
organisms, posing a substantial obstacle to their practi-
cal use [7]. These issues warrant further investigation and 
research in the future to address these challenges and 
unlock the full potential of chemical energy-driven self-
propelled nanorobots in various applications, including 
targeted drug delivery within living organisms.

The comparison between exogenous and endogenous 
power-driven Micro/Nanorobots in Pharmaceutical 
drug delivery systems has been detailed in brief in below 
Table 3.

Apart from these types of micro/nanorobots, 4D 
printed micro/nanorobots are also some of the prom-
ising approaches in pharmaceutical DDS. 4D printed 
nano/microrobots are innovative vehicles for drug deliv-
ery in the pharmaceutical field [7, 44]. These tiny robots 
are constructed using advanced 4D printing technol-
ogy, which allows them to change shape or behavior in 
response to external stimuli.

Safety and biocompatibility considerations for micro/
nanorobots in drug delivery systems
Incorporating micro/nanorobots into DDS brings forth 
critical safety and biocompatibility concerns that must 
be addressed for successful application within the human 
body. These concerns encompass various aspects of 
nanorobot design, function, and interaction with biologi-
cal systems. Key considerations include—biocompatible 
materials, in-vivo degradation, biological barriers, con-
trolled mobility, external interference, immune response, 
chemical reactions, systemic effects, effects on long-term 
use, and real-time monitoring and feedback mechanisms.

The biocompatible materials used in nanorobot con-
struction or designs must be ensured that the materials 
are non-toxic and biocompatible is paramount. Mate-
rials should not trigger adverse immune responses or 

Table 3  Simplified comparison between exogenous and endogenous power-driven micro/nanorobots in pharmaceutical DDS

Aspects Exogenous power-driven Micro/Nanorobots Endogenous power-driven Micro/Nanorobots

Power source External energy sources (e.g., magnetic fields, ultrasound) Internal energy sources (e.g., chemical reactions, enzymes)

Control Requires external control and guidance mechanisms (e.g., 
magnetic field manipulation)

Self-propelled and guided by internal processes or cues

Navigation Controlled externally, often using precise guidance systems May exhibit less precise navigation, influenced by internal condi-
tions

Energy supply Constant energy supply required from external sources Utilizes internal energy generation, potentially limited by avail-
able substrates

Targeted drug delivery Achievable with precise external control Potential for targeted delivery, guided by internal conditions

Safety concerns Limited safety concerns related to the energy source Safety concerns related to the choice of reactants and products

Potential for in vivo use Commonly used in controlled laboratory settings Holds promise for in vivo applications, subject to further research

Examples Magnetic or ultrasound-guided nanorobots Enzyme-catalyzed nanorobots using the body’s chemicals
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tissue damage [45]. Considering in-vivo degradation, the 
nanorobots should be designed to degrade naturally or be 
eliminated from the body without leaving harmful resi-
dues or by-products inside the physiological systems [5]. 
Taking biological barriers into account, several research 
suggested that overcoming barriers such as the blood–
brain barrier (BBB), and ensuring that micro/nanoro-
bots can safely traverse them without causing damage 
is crucial for targeted drug delivery [46, 47]. According 
to Arvidsson and Hansen, 2020, it must be noted that 
nanorobots must be controlled to prevent unintended 
movement and potential harm to healthy tissues. Pre-
cise navigation and guidance mechanisms are essential 
for its development [48]. Protection against external 
interference, such as magnetic fields or other external 
stimuli, is vital to maintain micro/nanorobot stability 
and prevent unintended actions [15]. Avoiding excessive 
immune responses that could neutralize nanorobots or 
trigger inflammation is critical for long-term functional-
ity. The chemical reactions within nanorobots, especially 
endogenous energy sources, must be carefully selected to 
avoid toxicity and ensure safe reaction products [7, 15]. 
The assessment of potential systemic effects of nanoro-
bot deployment, including impacts on organ functions 
or overall homeostasis, is essential [48]. Understanding 
the long-term effects of nanorobot presence in the body 
is necessary to evaluate safety over extended periods [7, 
48]. Implementing real-time monitoring and feedback 
mechanisms to track nanorobot behavior and address 
any safety issues promptly [7, 11].

Addressing these safety and biocompatibility con-
cerns is critical to harnessing the full potential of micro/
nanorobots in drug delivery systems while minimizing 
risks to patient’s health and well-being.

Overcoming the limitations of endogenous and exogenous 
power‑driven micro/nanorobots
However, endogenous/exogenous systems may have limi-
tations in terms of biocompatibility. 4D-printed microro-
bots can be designed to carry larger drug payloads due to 
their controlled and customizable structural properties 
[7]. This can improve the drug delivery efficiency com-
pared to endogenous/exogenous systems.

4D printing enables the precise fabrication of micro 
robots, tailoring their size, shape, and material properties 
to specific drug delivery tasks. These robots can be pro-
grammed to navigate through complex biological envi-
ronments with controlled motion. They can swim, crawl, 
or even fold and unfold to reach target locations [44]. 
4D-printed microrobots can be designed to deliver drugs 
to precise locations within the body, improving drug effi-
cacy while minimizing side effects. They can respond to 
various stimuli, such as changes in temperature, pH, or 

magnetic fields, allowing for on-demand drug release. 
These microrobots can be multifunctional, combining 
drug release mechanisms with sensors or imaging capa-
bilities, enhancing their utility in diagnostics and therapy 
[49]. Using biocompatible materials, 4D-printed nano/
microrobots reduce the risk of adverse reactions in the 
body, enhancing patient safety.

For example, biomaterials such as Polylactic Acid (PLA) 
and Thermoplastic Polyurethane (TPU) can play impor-
tant roles in 4D printed nanorobots for pharmaceutical 
drug delivery systems. PLA can be used as a structural 
material for 4D-printed nanorobots, providing a stable 
and biocompatible framework. Its rigidity and strength 
are useful for maintaining the structural integrity of the 
nanorobots. It is biodegradable, which can be advanta-
geous in drug delivery systems [8, 9]. The nanorobots can 
be designed to degrade gradually, releasing the drug pay-
load over time, and making it suitable for sustained drug 
delivery. Its 4D printing properties allow for the precise 
fabrication of intricate and customizable shapes, enabling 
the design of nanorobots with specific geometries for 
optimal drug delivery performance [9, 11, 44].

While, TPU is known for its flexibility and elastic-
ity, which can be valuable for 4D-printed nanorobots 
in navigating through the body’s complex and dynamic 
environments [11, 44]. It allows the nanorobots to bend 
and adapt to obstacles, enhancing their mobility. It can 
be used as a coating or an outer layer for the nanorobots. 
This coating can protect the nanorobots from degrada-
tion, provide better manoeuvrability, and reduce friction 
when in contact with biological tissues. TPU coatings can 
reduce the risk of aggregation of nanorobots in bodily 
fluids, ensuring a smoother and more efficient drug deliv-
ery process [10, 11, 44]. It can be incorporated into the 
4D printing process to create components with shape-
changing capabilities in response to external stimuli, 
improving the nanorobots’ ability to reach target loca-
tions and release drugs as needed. By leveraging PLA 
and TPU in 4D-printed nanorobots, pharmaceutical 
drug delivery systems can benefit from the combination 
of structural stability, biodegradability, customizability, 
flexibility, and responsive behavior [9, 10]. These proper-
ties make PLA and TPU valuable materials for designing 
advanced nanorobots capable of precise drug delivery in 
complex biological environments [8].

The design of 4D-printed nanorobots can minimize 
immune responses, reducing the risk of rejection or 
other immune-related issues. They can carry a higher 
drug payload compared to some traditional drug deliv-
ery systems, improving efficiency [50]. The customiz-
ability of 4D-printed microrobots offers the potential for 
personalized drug delivery, addressing individual patient 
needs. These robots can be engineered to reduce the risk 
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of aggregation in bodily fluids, ensuring smooth drug 
transport.

4D-printed microrobots are engineered to move with 
more precision and control in response to external cues, 
improving their ability to reach target sites effectively [44, 
49]. Endogenous systems may not offer the same level of 
control. 4D printing technology allows for the integra-
tion of multiple functionalities into a single microrobot, 
such as drug release mechanisms, sensors, and imag-
ing capabilities, making them versatile tools for drug 
delivery. Endogenous/exogenous micro/nanorobots can 
sometimes aggregate in the bloodstream or other bodily 
fluids, leading to potential blockages. 4D-printed micro-
robots can be designed to minimize aggregation risks. 
4D printing technology allows for efficient and scalable 
production of micro robots, potentially reducing costs 
and improving accessibility compared to endogenous/
exogenous systems, which may be more challenging to 
manufacture.

Recent insights on in‑vivo applications of micro/nanorobots 
drug delivery
Several kinds of research are still being undertaken on 
animal models to demonstrate the use of micro/nanoro-
bots in targeted drug delivery systems, however, the stud-
ies on human volunteers are yet to be done to draw clear 
justification for the use of these technologies in clinical 
phase trials. A few recent reports on the use of drug-
loaded micro/nanorobots have been presented in Table 4.

From Table 4, it is evident that micro/nanorobots have 
emerged as promising tools in pharmaceutical drug 
delivery, offering precise and targeted delivery of thera-
peutic substances within the body. These tiny robotic 
systems, typically at the nanoscale, provide several key 
advantages in drug delivery, such as, (a) they can navigate 
through complex biological environments and deliver 
drugs directly to the target site, minimizing off-target 
effects and reducing the required drug dosage [4, 7], (b) 
they offer unparalleled precision in drug release, enabling 

controlled and on-demand drug delivery, which is espe-
cially valuable for diseases with fluctuating symptoms 
[7, 16], (c) they can carry poorly water-soluble drugs, 
enhancing their solubility and bioavailability, thereby 
improving therapeutic outcomes [56], (d) by reduc-
ing systemic exposure to drugs, micro/nanorobots can 
minimize side effects and toxicity, improving patient tol-
erance to treatment [7], (e) some of them are equipped 
with sensors that enable real-time monitoring of physi-
ological parameters, allowing for adaptive drug release in 
response to changing conditions [7, 16], (f ) they facilitate 
the delivery of multiple drugs simultaneously or sequen-
tially, enabling combination therapies to target multiple 
aspects of a disease [7], (g) they can traverse biological 
barriers, such as the blood–brain barrier, enabling the 
delivery of drugs to previously inaccessible regions [12], 
and lastly, (h) they can control drug release minimizing 
the development of drug resistance in pathogens or can-
cer cells [49]. While micro/nanorobots hold immense 
potential, challenges related to biocompatibility, naviga-
tion, and safety in complex biological systems remain. 
Ongoing research aims to address these challenges and 
unlock the full potential of micro/nanorobots for revo-
lutionizing drug delivery in pharmaceutical applications.

Conclusion
The advent of micro/nanorobots in pharmaceutical 
drug delivery promises a transformative leap in the way 
we administer and benefit from medical treatments. 
These minuscule machines, designed to operate at the 
nanoscale, hold the potential to revolutionize health-
care in numerous ways, encouraging further research 
and innovation in the field. Reports are elated that 
micro/nanorobots pave the way for personalized medi-
cine. By tailoring drug delivery to individual patient 
needs, they can optimize treatment regimens, reduc-
ing side effects and enhancing therapeutic outcomes. 
This approach shifts the paradigm from one-size-fits-
all to treatments customized for each patient’s unique 

Table 4  Recent in-vivo studies of nanorobots in pharmaceutical drug delivery

Animal Models Micro/Nano-robots used Loaded Drug Targeted Region Key Findings Refs.

Mice Gold Nanorobots Doxorubicin (Dox) Tumor – Enhanced drug delivery
Tumor shrinkage

[51]

Rats Magnetic Nanorobots Paclitaxel (PTX) Bloodstream – Improved drug circulation
Improved efficacy

[52]

Rabbits Polymer Nanorobots Methotrexate (MTX) Joints – Reduced inflammation
Targeted therapy

[53]

Guinea Pigs Lipid Nanorobots Insulin Gastrointestinal – Controlled insulin release
Controlled efficacy

[54]

Monkeys DNA Nanorobots Antiviral Drug Brain – Enhanced brain drug delivery [7, 55]
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biology. Many diseases, such as brain disorders or cer-
tain cancers, are challenging to treat due to biological 
barriers like the blood–brain barrier. Micro/nanorobots 
can cross these barriers, opening up new possibilities 
for treating conditions that were once considered inac-
cessible. Micro/nanorobots enable multimodal thera-
pies by delivering multiple drugs or therapeutic agents 
simultaneously. This multifaceted approach can tackle 
complex diseases from different angles, potentially 
enhancing treatment efficacy and reducing drug resist-
ance. They are also capable of contributing to reduced 
drug dosages, precise drug targeting, and minimizing 
toxicity and side effects. Patients can benefit from more 
effective treatments with fewer adverse reactions.

Encouraging investment in nanorobotics research, 
fostering multidisciplinary collaborations, and estab-
lishing safety and efficacy standards through regulatory 
bodies are crucial steps. These efforts will drive pro-
gress and pave the way for a healthcare future where 
treatments are not only more effective but also safer 
and tailored to each patient’s unique needs. In sum-
mary, micro/nanorobots represent a promising frontier 
in pharmaceutical drug delivery, offering the prospect 
of a brighter and healthier future in medicine through 
innovation, collaboration, and dedicated research 
endeavors.

Abbreviations
DDS	� Drug delivery system
ABF	� Artificial bacterial flagella
CNT	� Carbon nanotube
BBB	� Blood brain barrier

Acknowledgements
We would like to thank MDPI Journal and The New England Journal of Medi-
cine for the information.

Author contributions
Tanisha Das and Shirin Sultana collected and analysed the data. Tanisha Das 
drafted the paper; all authors have read and approved the final manuscript.

Funding
No funding has been received from any recognized institute.

Data availability
The data that support the findings of this study are available from the cor-
responding author, upon reasonable request.

Declarations

Competing interests
The authors declare that they have no competing interests.

Ethical approval and consent to participate
No ethics approval or consent was required.

Consent for publication
The authors declare no conflict of interest.

Received: 21 September 2023   Accepted: 20 December 2023

References
	1.	 Vargason AM, Anselmo AC, Mitragotri S (2021) The evolution of commer-

cial drug delivery technologies. Nat Biomed Eng 5(9):951–967. https://​
doi.​org/​10.​1038/​s41551-​021-​00698-w

	2.	 Dadwal A, Baldi A, Kumar Narang R (2018) Nanoparticles as carriers for 
drug delivery in cancer. Artif Cells Nanomed Biotechnol 46(sup2):295–
305. https://​doi.​org/​10.​1080/​21691​401.​2018.​14570​39

	3.	 Jain KK (2019) An overview of drug delivery systems. Drug Deliv Syst. 
https://​doi.​org/​10.​1007/​978-1-​4939-​9798-5_1

	4.	 Suhail M, Khan A, Rahim MA, Naeem A, Fahad M, Badshah SF et al (2021) 
Micro and nanorobot-based drug delivery: an overview. J Drug Target 
30(4):349–358. https://​doi.​org/​10.​1080/​10611​86x.​2021.​19999​62

	5.	 Zhang Y, Zhang Y, Han Y, Gong X (2022) Micro/nanorobots for medical 
diagnosis and disease treatment. Micromachines 13(5):648. https://​doi.​
org/​10.​3390/​mi130​50648

	6.	 Nance E, Pun SH, Saigal R, Sellers DL (2021) Drug delivery to the central 
nervous system. Nat Rev Mater 7(4):314–331. https://​doi.​org/​10.​1038/​
s41578-​021-​00394-w

	7.	 Hu M, Ge X, Chen X, Mao W, Qian X, Yuan WE (2020) Micro/nanorobot: 
a promising targeted drug delivery system. Pharmaceutics 12(7):665. 
https://​doi.​org/​10.​3390/​pharm​aceut​ics12​070665

	8.	 Mi HY, Salick MR, Jing X, Jacques BR, Crone WC, Peng XF, Turng LS (2013) 
Characterization of thermoplastic polyurethane/polylactic acid (TPU/PLA) 
tissue engineering scaffolds fabricated by microcellular injection mold-
ing. Mater Sci Eng C 33(8):4767–4776. https://​doi.​org/​10.​1016/j.​msec.​
2013.​07.​037

	9.	 DeStefano V, Khan S, Tabada A (2020) Applications of PLA in modern 
medicine. Eng Regen 1:76–87. https://​doi.​org/​10.​1016/j.​engreg

	10.	 Alhanish A, Abu Ghalia M (2021) biobased thermoplastic polyurethanes 
and their capability to biodegradation. In: Eco-friendly adhesives for 
wood and natural fiber composites: characterization, fabrication and 
applications. https://​doi.​org/​10.​1007/​978-​981-​33-​4749-6_4

	11.	 Liu H, Wang F, Wu W, Dong X, Sang L (2023) 4D printing of mechanically 
robust PLA/TPU/Fe3O4 magneto-responsive shape memory polymers for 
smart structures. Compos B Eng 248:110382. https://​doi.​org/​10.​1016/j.​
compo​sitesb.​2022.​110382

	12.	 Shao Y, Fahmy A, Li M, Li C, Zhao W, Sienz J (2021) Study on magnetic 
control systems of micro-robots. Front Neurosci. https://​doi.​org/​10.​3389/​
fnins.​2021.​736730

	13.	 Koleoso M, Feng X, Xue Y, Li Q, Munshi T, Chen X (2020) Micro/nanoscale 
magnetic robots for biomedical applications. Mater Today Bio. https://​doi.​
org/​10.​1016/j.​mtbio.​2020.​100085

	14.	 Azar AT, Madian A, Ibrahim H, Taha MA, Mohamed NA, Fathy Z et al (2020) 
Medical nanorobots: design, applications and future challenges. Control 
Syst Des Bio-Robot Bio-Mechatron Adv Appl. https://​doi.​org/​10.​1016/​
b978-0-​12-​817463-​0.​00011-3

	15.	 Zhou H, Mayorga-Martinez CC, Pané S, Zhang L, Pumera M (2021) 
Magnetically driven micro and nanorobots. Chem Rev 121(8):4999–5041. 
https://​doi.​org/​10.​1021/​acs.​chemr​ev.​0c012​34

	16.	 Xu Y, Bian Q, Wang R, Gao J (2022) Micro/nanorobots for precise drug 
delivery via targeted transport and triggered release: a review. Int J 
Pharm 616:121551. https://​doi.​org/​10.​1016/j.​ijpha​rm.​2022.​121551

	17.	 Chen X-Z, Hoop M, Mushtaq F, Siringil E, Hu C, Nelson BJ et al (2017) 
Recent developments in magnetically driven micro- and Nanorobots. 
Appl Mater Today 9:37–48. https://​doi.​org/​10.​1016/j.​apmt.​2017.​04.​006

	18.	 Guo J, Gallegos JJ, Tom AR, Fan D (2018) Electric-field-guided precision 
manipulation of catalytic nanomotors for cargo delivery and powering 
Nanoelectromechanical devices. ACS Nano 12(2):1179–1187. https://​doi.​
org/​10.​1021/​acsna​no.​7b068​24

	19.	 Wang J, Xiong Z, Zheng J, Zhan X, Tang J (2018) Light-driven micro/
nanomotor for promising biomedical tools: principle, challenge, and 
Prospect. Acc Chem Res 51(9):1957–1965. https://​doi.​org/​10.​1021/​acs.​
accou​nts.​8b002​54

	20.	 Lu X, Shen H, Zhao K, Wang Z, Peng H, Liu W (2019) Micro-/
nanomachines driven by ultrasonic power sources. Chem Asian J 
14(14):2406–2416

https://doi.org/10.1038/s41551-021-00698-w
https://doi.org/10.1038/s41551-021-00698-w
https://doi.org/10.1080/21691401.2018.1457039
https://doi.org/10.1007/978-1-4939-9798-5_1
https://doi.org/10.1080/1061186x.2021.1999962
https://doi.org/10.3390/mi13050648
https://doi.org/10.3390/mi13050648
https://doi.org/10.1038/s41578-021-00394-w
https://doi.org/10.1038/s41578-021-00394-w
https://doi.org/10.3390/pharmaceutics12070665
https://doi.org/10.1016/j.msec.2013.07.037
https://doi.org/10.1016/j.msec.2013.07.037
https://doi.org/10.1016/j.engreg
https://doi.org/10.1007/978-981-33-4749-6_4
https://doi.org/10.1016/j.compositesb.2022.110382
https://doi.org/10.1016/j.compositesb.2022.110382
https://doi.org/10.3389/fnins.2021.736730
https://doi.org/10.3389/fnins.2021.736730
https://doi.org/10.1016/j.mtbio.2020.100085
https://doi.org/10.1016/j.mtbio.2020.100085
https://doi.org/10.1016/b978-0-12-817463-0.00011-3
https://doi.org/10.1016/b978-0-12-817463-0.00011-3
https://doi.org/10.1021/acs.chemrev.0c01234
https://doi.org/10.1016/j.ijpharm.2022.121551
https://doi.org/10.1016/j.apmt.2017.04.006
https://doi.org/10.1021/acsnano.7b06824
https://doi.org/10.1021/acsnano.7b06824
https://doi.org/10.1021/acs.accounts.8b00254
https://doi.org/10.1021/acs.accounts.8b00254


Page 10 of 10Das and Sultana ﻿Future Journal of Pharmaceutical Sciences            (2024) 10:2 

	21.	 Saito K, Iwata K, Ishihara Y, Sugita K, Takato M, Uchikoba F (2016) Miniatur-
ized rotary actuators using shape memory alloy for insect-type MEMS 
Microrobot. Micromachines 7(4):58. https://​doi.​org/​10.​3390/​mi704​0058

	22.	 Alcanzare MM, Karttunen M, Ala-Nissila T (2019) Propulsion and con-
trolled steering of magnetic nanohelices. Soft Matter 15(7):1684–1691. 
https://​doi.​org/​10.​1039/​c8sm0​0037a

	23.	 Qiu F, Mhanna R, Zhang L, Ding Y, Fujita S, Nelson BJ (2014) Artificial 
bacterial flagella functionalized with temperature-sensitive liposomes for 
controlled release. Sens Actuators B Chem 196:676–681. https://​doi.​org/​
10.​1016/j.​snb.​2014.​01.​099

	24.	 Demirörs AF, Akan MT, Poloni E, Studart AR (2018) Active cargo transport 
with Janus colloidal shuttles using electric and magnetic fields. Soft Mat-
ter 14(23):4741–4749. https://​doi.​org/​10.​1039/​c8sm0​0513c

	25.	 Rahman MdM, Chowdhury MM, Alam MdK (2017) Rotating-electric-
field-induced carbon-nanotube-based nanomotor in water: a molecular 
dynamics study. Small 13(19):1603978. https://​doi.​org/​10.​1002/​smll.​
20160​3978

	26.	 Liang Z, Teal D, Fan D (2019) Light programmable micro/nanomotors 
with optically tunable in-phase electric polarization. Nat Commun 
10(1):5275. https://​doi.​org/​10.​1038/​s41467-​019-​13255-6

	27.	 Zhan X, Zheng J, Zhao Y, Zhu B, Cheng R, Wang J et al (2019) From 
strong dichroic nanomotor to polarotactic microswimmer. Adv Mater 
31(48):1903329. https://​doi.​org/​10.​1002/​adma.​20190​3329

	28.	 Kong L, Mayorga-Martinez CC, Guan J, Pumera M (2019) Photocatalytic 
micromotors activated by UV to visible light for environmental remedia-
tion, micropumps, reversible assembly, transportation, and Biomimicry. 
Small 16(27):1903179. https://​doi.​org/​10.​1002/​smll.​20190​3179

	29.	 Dong R, Hu Y, Wu Y, Gao W, Ren B, Wang Q et al (2017) Visible-light-driven 
BiOI-based Janus micromotor in pure water. J Am Chem Soc 139(5):1722–
1725. https://​doi.​org/​10.​1021/​jacs.​6b098​63

	30.	 Wang Q, Dong R, Wang C, Xu S, Chen D, Liang Y et al (2019) Glucose-
fueled micromotors with highly efficient visible-light photocatalytic 
propulsion. ACS Appl Mater Interfaces 11(6):6201–6207. https://​doi.​org/​
10.​1021/​acsami.​8b175​63

	31.	 Li J, Li T, Xu T, Kiristi M, Liu W, Wu Z et al (2015) Magneto–acoustic hybrid 
nanomotor. Nano Lett 15(7):4814–4821. https://​doi.​org/​10.​1021/​acs.​
nanol​ett.​5b019​45

	32.	 Garcia-Gradilla V, Orozco J, Sattayasamitsathit S, Soto F, Kuralay F, 
Pourazary A et al (2013) Functionalized ultrasound-propelled magneti-
cally guided nanomotors: toward practical biomedical applications. ACS 
Nano 7(10):9232–9240. https://​doi.​org/​10.​1021/​nn403​851v

	33.	 Garcia-Gradilla V, Sattayasamitsathit S, Soto F, Kuralay F, Yardımcı C, Wiitala 
D et al (2014) Ultrasound-propelled nanoporous gold wire for efficient 
drug loading and release. Small. https://​doi.​org/​10.​1002/​smll.​20140​1013

	34.	 Sokolov IL, Cherkasov VR, Tregubov AA, Buiucli SR, Nikitin MP (2017) 
Smart materials on the way to theranostic nanorobots: molecular 
machines and nanomotors, advanced biosensors, and intelligent vehicles 
for drug delivery. Biochimica 1861(6):1530–1544

	35.	 Kagan D, Laocharoensuk R, Zimmerman M, Clawson C, Balasubramanian 
S, Kang D et al (2010) Rapid delivery of drug carriers propelled and navi-
gated by catalytic nanoshuttles. Small 6(23):2741–2747. https://​doi.​org/​
10.​1002/​smll.​20100​1257

	36.	 Wu Y, Lin X, Wu Z, Möhwald H, He Q (2014) Self-propelled polymer 
multilayer Janus capsules for effective drug delivery and light-triggered 
release. ACS Appl Mater Interfaces 6(13):10476–10481. https://​doi.​org/​10.​
1021/​am502​458h

	37.	 Tu Y, Peng F, André AA, Men Y, Srinivas M, Wilson DA (2017) Biodegradable 
hybrid stomatocyte nanomotors for drug delivery. ACS Nano 11(2):1957–
1963. https://​doi.​org/​10.​1021/​acsna​no.​6b080​79

	38.	 Tu Y, Peng F, White PB, Wilson DA (2017) Redox-sensitive stomatocyte 
nanomotors: destruction and drug release in the presence of glutathione. 
Angew Chem Int Ed 56(26):7620–7624. https://​doi.​org/​10.​1002/​anie.​
20170​3276

	39.	 Llopis-Lorente A, García-Fernández A, Lucena-Sánchez E, Díez P, San-
cenón F, Villalonga R et al (2019) Stimulus-responsive nanomotors based 
on gated enzyme-powered Janus au–mesoporous silica nanoparticles for 
enhanced cargo delivery. Chem Commun 55(87):13164–13167. https://​
doi.​org/​10.​1039/​c9cc0​7250k

	40.	 Medina-Sánchez M, Xu H, Schmidt OG (2018) Micro- and nano-motors: 
the new generation of drug carriers. Ther Deliv 9(4):303–316. https://​doi.​
org/​10.​4155/​tde-​2017-​0113

	41.	 Mou F, Chen C, Ma H, Yin Y, Wu Q, Guan J (2013) Self-propelled micro-
motors driven by the magnesium-water reaction and their hemolytic 
properties. Angew Chem Int Ed 52(28):7208–7212. https://​doi.​org/​10.​
1002/​anie.​20130​0913

	42.	 Patiño T, Arqué X, Mestre R, Palacios L, Sánchez S (2018) Fundamental 
aspects of enzyme-powered micro- and nanoswimmers. Acc Chem Res 
51(11):2662–2671. https://​doi.​org/​10.​1021/​acs.​accou​nts.​8b002​88

	43.	 Hortelão AC, Patiño T, Perez-Jiménez A, Blanco À, Sánchez S (2017) 
Enzyme-powered nanobots enhance anticancer drug delivery. Adv Funct 
Mater 28(25):1705086. https://​doi.​org/​10.​1002/​adfm.​20170​5086

	44.	 Willemen NGA, Morsink MAJ, Veerman D et al (2022) From oral formula-
tions to drug-eluting implants: using 3D and 4D printing to develop drug 
delivery systems and personalized medicine. Bio-des Manuf 5:85–106. 
https://​doi.​org/​10.​1007/​s42242-​021-​00157-0

	45.	 Wang Y-M, Zeng Q, He L, Yin P, Sun Y, Hu W et al (2021) Fabrication and 
application of biocompatible nanogenerators. iScience 24(4):102274. 
https://​doi.​org/​10.​1016/j.​isci.​2021.​102274

	46.	 Mitragotri S (2013) Devices for overcoming biological barriers: the use of 
physical forces to disrupt the barriers. Adv Drug Deliv Rev 65(1):100–103. 
https://​doi.​org/​10.​1016/j.​addr.​2012.​07.​016

	47.	 Xie J, Shen Z, Anraku Y, Kataoka K, Chen X (2019) Nanomaterial-based 
blood-brain-barrier (BBB) crossing strategies. Biomaterials 224:119491. 
https://​doi.​org/​10.​1016/j.​bioma​teria​ls.​2019.​119491

	48.	 Arvidsson R, Hansen SF (2020) Environmental and health risks of nanoro-
bots: an early review. Environ Sci Nano 7(10):2875–2886. https://​doi.​org/​
10.​1039/​d0en0​0570c

	49.	 Hann SY, Cui H, Nowicki M, Zhang LG (2020) 4D printing soft robotics 
for biomedical applications. Addit Manuf 36:101567. https://​doi.​org/​10.​
1016/j.​addma.​2020.​101567

	50.	 Ren L, Wang Z, Ren L, Xu C, Li B, Shi Y, Liu Q (2023) Understanding the 
role of process parameters in 4D printing: a review. Compos Part B Eng 
265:110938. https://​doi.​org/​10.​1016/j.​compo​sitesb.​2023.​110938

	51.	 Elbialy NS, Fathy MM, Khalil WM (2015) Doxorubicin loaded magnetic 
gold nanoparticles for in-vivo targeted drug delivery. Int J Pharm 
490(1–2):190–199. https://​doi.​org/​10.​1016/j.​ijpha​rm.​2015.​05.​032

	52.	 Dilnawaz F, Singh A, Mewar S, Sharma U, Jagannathan NR, Sahoo SK 
(2012) The transport of non-surfactant based paclitaxel loaded magnetic 
nanoparticles across the blood brain barrier in a rat model. Biomaterials 
33(10):2936–2951. https://​doi.​org/​10.​1016/j.​bioma​teria​ls.​2011.​12.​046

	53.	 Ha Y-J, Lee S-M, Mun CH, Kim HJ, Bae Y, Lim J-H et al (2020) Methotrexate-
loaded multifunctional nanoparticles with near-infrared irradiation for the 
treatment of rheumatoid arthritis. Arthritis Res Therapy 22(1):1. https://​
doi.​org/​10.​1186/​s13075-​020-​02230-y

	54.	 Mohammadpour F, Kamali H, Gholami L, McCloskey AP, Kesharwani P, 
Sahebkar A (2022) Solid lipid nanoparticles: a promising tool for insulin 
delivery. Expert Opin Drug Deliv 19(12):1577–1595. https://​doi.​org/​10.​
1080/​17425​247.​2022.​21383​28

	55.	 Hu Y (2021) Self-assembly of DNA molecules: towards DNA nanorobots 
for biomedical applications. Cyborg Bionic Syst. https://​doi.​org/​10.​34133/​
2021/​98075​20

	56.	 Al-Kassas R, Bansal M, Shaw J (2017) Nanosizing techniques for improving 
bioavailability of drugs. J Control Release 260:202–212. https://​doi.​org/​10.​
1016/j.​jconr​el.​2017.​06.​003

Publisher’s Note
Springer Nature remains neutral with regard to jurisdictional claims in pub-
lished maps and institutional affiliations.

https://doi.org/10.3390/mi7040058
https://doi.org/10.1039/c8sm00037a
https://doi.org/10.1016/j.snb.2014.01.099
https://doi.org/10.1016/j.snb.2014.01.099
https://doi.org/10.1039/c8sm00513c
https://doi.org/10.1002/smll.201603978
https://doi.org/10.1002/smll.201603978
https://doi.org/10.1038/s41467-019-13255-6
https://doi.org/10.1002/adma.201903329
https://doi.org/10.1002/smll.201903179
https://doi.org/10.1021/jacs.6b09863
https://doi.org/10.1021/acsami.8b17563
https://doi.org/10.1021/acsami.8b17563
https://doi.org/10.1021/acs.nanolett.5b01945
https://doi.org/10.1021/acs.nanolett.5b01945
https://doi.org/10.1021/nn403851v
https://doi.org/10.1002/smll.201401013
https://doi.org/10.1002/smll.201001257
https://doi.org/10.1002/smll.201001257
https://doi.org/10.1021/am502458h
https://doi.org/10.1021/am502458h
https://doi.org/10.1021/acsnano.6b08079
https://doi.org/10.1002/anie.201703276
https://doi.org/10.1002/anie.201703276
https://doi.org/10.1039/c9cc07250k
https://doi.org/10.1039/c9cc07250k
https://doi.org/10.4155/tde-2017-0113
https://doi.org/10.4155/tde-2017-0113
https://doi.org/10.1002/anie.201300913
https://doi.org/10.1002/anie.201300913
https://doi.org/10.1021/acs.accounts.8b00288
https://doi.org/10.1002/adfm.201705086
https://doi.org/10.1007/s42242-021-00157-0
https://doi.org/10.1016/j.isci.2021.102274
https://doi.org/10.1016/j.addr.2012.07.016
https://doi.org/10.1016/j.biomaterials.2019.119491
https://doi.org/10.1039/d0en00570c
https://doi.org/10.1039/d0en00570c
https://doi.org/10.1016/j.addma.2020.101567
https://doi.org/10.1016/j.addma.2020.101567
https://doi.org/10.1016/j.compositesb.2023.110938
https://doi.org/10.1016/j.ijpharm.2015.05.032
https://doi.org/10.1016/j.biomaterials.2011.12.046
https://doi.org/10.1186/s13075-020-02230-y
https://doi.org/10.1186/s13075-020-02230-y
https://doi.org/10.1080/17425247.2022.2138328
https://doi.org/10.1080/17425247.2022.2138328
https://doi.org/10.34133/2021/9807520
https://doi.org/10.34133/2021/9807520
https://doi.org/10.1016/j.jconrel.2017.06.003
https://doi.org/10.1016/j.jconrel.2017.06.003

	Multifaceted applications of micronanorobots in pharmaceutical drug delivery systems: a comprehensive review
	Abstract 
	Background 
	Main body of the abstract 
	Short conclusion 

	Background
	Main text
	Types of micronanorobots in pharmaceutical drug delivery systems
	Targeted drug delivery mechanisms using micronanorobots
	Exogenous power-driven technology
	Endogenous power-driven technology

	Safety and biocompatibility considerations for micronanorobots in drug delivery systems
	Overcoming the limitations of endogenous and exogenous power-driven micronanorobots
	Recent insights on in-vivo applications of micronanorobots drug delivery

	Conclusion
	Acknowledgements
	References


